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บทคดัย่อ 

 
งานวิจยัน้ีมีวตัถุประสงค์เพื่อประเมินคาร์บอนฟุตพรินท์ของผลิตภณัฑ์หมอ้แปลงไฟฟ้า

ขนาดเล็ก โดยใช้แนวทางการประเมินคาร์บอนฟุตพรินท์ของผลิตภณัฑ์ ซ่ึงงานวิจยัน้ีได้ก าหนด
หน่วยหนา้ท่ีของการศึกษาคือ หมอ้แปลงไฟฟ้าขนาดเล็ก 1 ช้ินพิกดัความเหน่ียวน า 5 ไมโครเฮนรี 
เพื่อประเมินก๊าซเรือนกระจกตามรูปแบบ Cradle-to-Gate (Business-to-Business : B2B) โดย
ครอบคลุมตั้งแต่ขั้นตอนการไดม้าซ่ึงวตัถุดิบ การขนส่งวตัถุดิบ การผลิตและการก าจดัของเสียจาก
กระบวนการผลิต 

ผลการประเมินคาร์บอนฟุตพรินท์ของผลิตภณัฑ์หมอ้แปลงไฟฟ้าขนาดเล็กพบว่า มีการ
ปล่อยก๊าซเรือนกระจกทั้งหมด 92.2 กรัมคาร์บอนไดออกไซด์เทียบเท่า โดยขั้นตอนการผลิตมีการ
ปล่อยก๊าซเรือนกระจกมากท่ีสุดคิดเป็นร้อยละ 97.46 ของการปล่อยก๊าซเรือนกระจกทั้งหมด 
รองลงมาคือขั้นตอนการได้มาซ่ึงวตัถุดิบ ดังนั้ นจึงท าการปรับปรุงเพื่อลดก๊าซเรือนกระจกใน
ขั้นตอนการผลิตซ่ึงมีแหล่งก าเนิดใหญ่คือการใชไ้ฟฟ้าในการผลิต  

โดยท าการปรับปรุงใน 3 ส่วนท่ีมีการใชไ้ฟฟ้าต่อการผลิตหมอ้แปลงไฟฟ้าขนาดเล็ก 1 ช้ิน
สูงสุด ส่วนแรกคือระบบเคร่ืองจกัรสนบัสนุนการผลิต ไดท้  าการเปล่ียนรุ่นของระบบลมอดัให้ใช้
มอเตอร์ท่ีปรับรอบได ้(Inverter) ตามขนาดของลมอดัท่ีใชง้าน ท าการลดความเร็วรอบของลมดูดให้
เหมาะสมโดยการปรับความเร็วรอบลง และท าระบบควบคุมการตดัต่ออุณหภูมิของแอร์โดย
ออกแบบชุดไมโครคอนโทรลเลอร์มาควบคุม ส่วนท่ีสองคือการอบทดสอบฉนวน ท าการปรับปรุง
ถาดช้ินงานเพื่อใหส้ามารถอบงานไดต่้อคร้ังปริมาณมากข้ึน และส่วนท่ีสามปรับปรุงการตรวจสอบ
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ค่าทางไฟฟ้าของช้ินงาน โดยการเปล่ียนลดขนาดหลอดฟลูออเรสเซนตแ์ละใชโ้คมสะทอ้นแสง ทั้ง
สามส่วนสามารถลดการใชไ้ฟฟ้าลงได ้45.99 วตัตช์ัว่โมงต่อ 1 ช้ินการผลิต คิดเป็นการลดปริมาณ
ก๊าซเรือนกระจก 25.8 กรัมคาร์บอนไดออกไซดเ์ทียบเท่า 
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ABSTRACT 
 

 This research aims to assess the carbon footprint of small size transformer using the 
assessment guideline for Carbon Footprint of Product (CFP) approach. The functional unit was 
assigned as a single piece of small size transformer with inductance of 5 microhenry.  To evaluate 
CFP, the greenhouse gas according to Cradle–to–Gate (Business–to–Business : B2B) 
methodology was applied, which covered since raw material acquisition, transportation, 
production and waste disposal from production process. 

 The result of carbon footprint assessment of a small size transformer indicates that 
greenhouse gas was released 92.2 grams carbondioxide equivalent. The production process 
released most greenhouse gas by 97.46%, followed by the acquisition of raw material. To reduce 
greenhouse gas, the production process can be improved by reducing the use of electricity. 

To improve, 3 projects which related to electricity use in producing small size 
transformer were selected. The first project was accomplished by improving the utility system. 
These included changing on conventional compressed air system into inverter system which can 
adjust speed of motor to suit the working load, reducing speed of wet scrubber blower suitable for 
exhausting condition, and controlling the suitable operating temperature by applying 
microcontroller to control air condition system. The second project was to improve the reflow 
process. Improvement was performed by upscale the drying tray capable to handle more product 
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for each drying batch. Third project was to downsize the fluorescent lamp and applying the 
reflecting lamp in testing process. All three improvements was able to reduce the use of electricity 
about 45.99 watt-hour per piece, which is equivalent to reduce the greenhouse gas by 25.8 grams 
of carbondioxide. 

 

 

  


