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บทคัดยอ 
 

 วัตถุประสงคของการคนควาแบบอิสระเรื่อง  “วิสิเบิลสเปกโทรโฟโตมิเตอรประมวลผลโดย
คอมพิวเตอร”  คือเพื่อพัฒนาเครื่องมือวิทยาศาสตรตนแบบที่สามารถวัดคาการดูดกลืนแสงในชวงคลื่น
ที่มองเห็นของสารละลาย  เครื่องมือดังกลาวถูกควบคุมการทํางานดวยคอมพิวเตอร ผานพอรทขนานซึ่ง
เปนพอรทพื้นฐานของคอมพิวเตอรสวนบุคคล 
 การพัฒนาเครื่องมือดังกลาว เปนการผสานความรู 3 ศาสตร เขาดวยกัน ซึ่งประกอบดวยความรู
ทางดานวิทยาศาสตรกายภาพ โดยเฉพาะทางดานฟสิกสและเคมี เพื่อใชในการออกแบบและสรางระบบ
ทัศนศาสตร ความรูทางดานอิเล็กทรอนิกส เพื่อใชในการออกแบบและสรางวงจรอิเล็กทรอนิกสสําหรับ
แปลงสัญญาณอนาล็อกเปนสัญญานดิจิตอล วงจรสําหรับการติดตอส่ือสารกับคอมพิวเตอร และวงจร
จายกําลังไฟฟา และความรูทางดานคอมพิวเตอร เพื่อใชในการพัฒนาโปรแกรมสําหรับการควบคุม
เครื่องมือ เชน การประมวลผลขอมูล  การแสดงผล และการติดตอส่ือสารระหวางเครื่องมือกับ
คอมพิวเตอร โปรแกรมควบคุมนี้ถูกพัฒนาโดยใชภาษาวิชวลเบสิก 
 หลังจากที่เครื่องมือดังกลาวไดถูกพัฒนาและทดสอบแลวพบวา สามารถวิเคราะหหาชวงความ
ยาวคลื่นแสงการดูดกลืนไดใกลเคียงกับเครื่องวิเคราะหที่ใชในหองปฏิบัติการ แตคุณภาพของพีคของ
การดูดกลืนนั้นจะดอยกวา สาเหตุของพีคการดูดกลืนที่ไมดี อาจเนื่องมาจากคุณภาพของอุปกรณและ
การออกแบบของระบบทัศนศาสตร ยังไมดีพอ 
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ABSTRACT 

 The objective of this independent study entitled as “Visible Spectrophotometer 

Controlled by Computer” is to develop a prototype of scientific instrument that can 

measure visible light absorption of solvent. This instrument is controlled by computer 

through a parallel port that is a common port of personal computer. 

A development of this instrument applied three knowledge domains:- physical 

science especially Physics and Chemistry for designing and building an optical system, 

electronic science for designing and building an analog-digital converter, including an 

interface circuit between computer and power supply, Computer Science for developing  

a program that controls the instrument such as data processing, display the result and 

communicates between the instrument and computer. This control program is developed 

by using Visual Basic. 

After the development and testing of the instrument is completed, we have found 

that the developed instrument can analyze in order to find an absorption wavelength as 

well as an instrument used in a laboratory, though its quality of absorption peak is worse. 

The cause of poor absorption peak may be due to the quality of some parts and the 

undesirable optical system design. 
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