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บทคัดยอ 

 
อุตสาหกรรมผลิตอาหารสัตวเปนหนึ่งในอุตสาหกรรมการเกษตร ท่ีมีการนําเอาวัตถุดิบ

ตางๆ มาผสมและผานกระบวนการตางๆ จนมาเปนอาหารสัตวท่ีมีคุณภาพ ในรูปแบบอาหารเม็ด 
อาหารผง และเปนสินคาท่ีเกษตรกรหรือผูเล้ียงสัตวใชบริโภค อาหารสัตวจึงเปนท่ีตองการในธุรกิจ
เล้ียงสัตวในปจจุบันอยางตอเนื่อง การผลิตอาหารสัตวนั้นมีกระบวนผลิตตางๆหลายขั้นตอน งาน
บางงานมีการใชเครื่องจักรมาชวยในการผลิต แตยังตองใชแรงงานคนเพ่ือจัดการหรือควบคุม
เครื่องจักร จึงทําใหเกิดงานตางๆ ท่ีตองใชแรงงานซ่ึงอาจเกิดความเส่ียงในการทํางานใน
กระบวนการผลิต ดังนั้นการคนหาอันตรายตางๆ ท่ีอาจเกิดขึ้นจากการทํางาน หรือทาทางท่ีไม
เหมาะสมในดานการยศาสตร ดวยการประเมินความเส่ียง จึงชวยทําทราบวาในสถานท่ีทํางานหรือ
งานนั้นๆ มีโอกาสจะกอใหเกิดอันตรายไดมากนอยเพียงใด เพ่ือนําไปสูการดําเนินการปรับปรุง
แกไข 

งานวิจัยนี้มีวัตถุประสงคเพ่ือศึกษา และคัดเลือกวิธีการประเมินความเส่ียงท่ีเหมาะสมกับ
สถานท่ีและการทํางาน เพ่ือดําเนินการปรับปรุงแกไขวิธีการทํางานและสภาพแวดลอม โดย
ออกแบบลักษณะและวิธีการทํางาน ใหเกิดความเหมาะสมโดยหลักการทางการยศาสตร ซ่ึงในการ
วิจัยครั้งนี้ไดแบงประเภทการประเมินความเส่ียงไว 2 ประเภทคือ 1) การประเมินความเส่ียงดวยการ
บงช้ีอันตราย โดยวิธีท่ีนํามาใชประเมินความเส่ียงไดแก  What  If  Analysis, Hazard and 
Operability Study (HAZOP), Fault  Tree  Analysis,  Even  Tree  Analysis, Failure Modes and 
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Effects Analysis (FMEA)  2) การประเมินความเส่ียงทางดานการยศาสตร ซ่ึงมีการประเมินดวยการ
ใชเทคนิค  RULA (Rapid Upper Limb Assessment)  

และ สมการการยกของ NIOSH (NIOSH Lifting Equation) โดยวิธีการประเมินท้ังหมดจะ
สามารถบอกถึงระดับความเส่ียงออกมาใหทราบได และนําผลหรือความหมายท่ีไดไปสูปรับปรุง
แกไขตอไป ในการวิจัยครั้งนี้ จะมีงานแตละงานท่ีคัดเลือกมาทําการประเมินความเส่ียงจะมีท้ังหมด 
7 งาน โดยไดประเมินในชวงเวลาทํางานปกติของพนักงาน คือ 8.00 – 17.00 น.และ 24.00 – 8.00 น.  

จากการวิจัยสรุปไดวา การประเมินความเส่ียงดวยวิธี Fault Tree Analysis เปนวิธีท่ีพบ
ความเส่ียงท่ีไมอาจยอมรับได มากท่ีสุดถึง 12 งาน ระดับความเส่ียงสูง จํานวน 10 งาน ระดับความ
เส่ียงท่ียอมรับได จํานวน 8 งาน ซ่ึงถือวาเปนวิธีท่ีมีประสิทธิภาพสูง และนาจะเปนการประเมิน
ความเส่ียงท่ีเหมาะสมท่ีสุดในการนําไปใชงาน ในขณะท่ีการประเมินความเส่ียงดวยวิธี Failure 
Modes and Effects Analysis (FMEA) พบความเส่ียงท่ีไมอาจยอมรับไดเพียง 3 งาน และการ
ประเมินความเส่ียงดวยวิธีอ่ืนนั้น ระดับความเส่ียงท่ีไมอาจยอมรับได นั้นไมพบแตอยางใด  

สวนการประเมินความเส่ียงทางดานการยศาสตร ดวยวิธี RULA นั้นก็สามารถบอกระดับ
คะแนนของทุกงานออกมาไดในระดับท่ี 5, 6 และ7 คะแนนซ่ึงภาพรวมหมายความวาจะตองมีการ
แกไขปรับปรุงงานใหดีขึ้นหรือโดยทันที สวนการใชสมการการยกของ NIOSH นั้นก็สามารถบอก
ระดับคะแนนของทุกงานออกมาไดในระดับ 1 และ 2 คะแนน ซ่ึงภาพรวมหมายความวา ควรมีการ
ปรับปรุงแกไขในอนาคตอันใกล       
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ABSTRACT 
 

The Industrial Manufacturing of Animal Feed is part of the Agricultural Support 
Industries.  In the process of feed production, a great number of assorted raw ingredients are 
combined and then processed into a real, quality Animal Feed Product in either pellet, or 
powdered feed form.  These are the Products which sustain farmers at their craft.  They are the 
products which supports the foundation of the farm, of course, by feeding animals and livestock.   

Feed production has many different steps; some parts are processed by machine, but 
human labor is still required to oversee processes and operate machinery.  To maintain a high 
level of readiness and safety around machinery, safety officers, are constantly inspecting, and re-
inspecting the work-stations and work-areas.  Supervisory level maintenance checks and safety 
inspections are conducted by staffers who are empowered to use their own judgment, to recognize 
and act where-ever and when-ever hazard analysis critical control points exist. 

The purpose of the research herein discussed, has been to obtain and apply data and 
information to find and isolate the steps to assess and also develop and apply ergonomically 
correct working stations.  For the particular research discussed here and now, it must be separated 
into two different assessments. The former group consists of Hazard assessment; 
What if  analysis,hazard and operability study (HAZOP), fault  tree  analysis,  even  tree  analysis, 
failure modes and effects analysis. The latter group comprises of Ergonomics assessment; RULA 
(Rapid Upper Limb Assessment) and NIOSH lifting equation. 
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Overall, the hazard assessment can be assigned into different levels of risk, which will 
use the result of the assessment to prioritize and gain tangible improvements in the work place. 

There are 7 different cases of hazard assessment during the 2 different shifts of worker: 
from 08:00 am to 17:00 pm and 24:00 am to 08:00 am 

Fault Tree Analysis method identified 12 cases of risk, causing the analyst to 
categorically deem it unacceptable risk. High risk is not acceptable and is represented by a total of 
10 cases of risk.  8 cases of risk is an amount which we consider to be acceptable risk. This is the 
most efficient way to deal with risk within work place.  

Meanwhile, the method called failure modes and effects analysis (FMEA), provided only 
3 cases of unacceptable risk and was unable to identify any level of risk from other methods. 
 For the evaluation of ergonomics assessment, the method called RULA (Rapid Upper 
Limb Assessment) provided the result in different number of level score, which every case 
resulting in a 5, 6, or 7 points level score. The meaning of each score means that all of the cases 
should be improved immediately.  Using the NIOSH (NIOSH Lifting Equation), every case 
accrued a level score of 1 or 2 points.  These scores mean that all of the cases must improve in the 
near future. 
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