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ABSTRACT 

 
   Ceramics solid solutions within the ternary system of Pb(Ni1/3Nb2/3)O3− 

Pb(Zn1/3Nb2/3)O3−Pb(Zr1/2Ti1/2)O3 [PNN−PZN−PZT] were prepared via two methods: 

the mixed oxide method and the columbite method.  Phase development of the 

calcined powders and the crystal structure of sintered ceramics were analyzed by x-

ray diffraction (XRD).  The ferroelectric properties of the ceramics were characterized 

by a combination of dielectric, ferroelectric hysteresis, and x-ray diffraction 

measurements.  It was observed that for the binary systems PZN-PZT and PNN-PZT, 

the change in the transition temperature (Tm) is nearly linear with respect to the PZT 

content.  Ferroelectric properties were analyzed to elucidate the nature of the phase 

transformation and identify the impact of the processing conditions.  With these data, 

ferroelectric phase diagrams were derived showing the transition between the pseudo-

cubic relaxor behavior of PZN and PNN to the tetragonal normal ferroelectric 
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behavior of PZT.  This transition was also correlated to changes in the diffuseness 

parameter δ.  

For (1-x)Pb(Ni1/3Nb2/3)O3−xPb(Zr1/2Ti1/2)O3  [(1-x)PNN-xPZT] system, XRD 

analysis demonstrated the coexistence of both the rhombohedral and tetragonal phases 

at the composition 0.8PZT-0.2PNN; a new morphotropic phase boundary (MPB) 

within this system.  Examination of the dielectric spectra indicates that PZT-PNN 

exhibits an extremely high relative permittivity near the MPB composition.  The 

permittivity shows a shoulder at the rhombohedral to tetragonal phase transition 

temperature, TRT  = 195°C, and then a maximum permittivity (36,000 at 10 kHz) at 

the transition temperature Tmax = 288oC at the MPB composition.  The maximum 

transition temperature of this system was 340oC at the composition x = 0.9 with the 

relative permittivity of 32,000 at 10 kHz. 

          For PZN-PZT system, Ceramics in the (1-x)Pb(Zr1/2Ti1/2)O3 −xPb(Zn1/3Nb2/3)O3  

[(1-x)PZT–xPZN] solid solution system are expected to display excellent dielectric, 

piezoelectric, and ferroelectric properties in compositions close to the MPBs. 

Combined with XRD results, ferroelectric hysteresis measurements, and Raman 

reflectivity analysis, it was consistently shown that two MPBs exist in this binary 

system. When x ≤ 0.2, the tetragonal phase dominates at ambient temperatures.  In the 

range of 0.3 ≤ x ≤ 0.5, the rhombohedral phase dominates.  When x ≥ 0.6, a transition 

from a normal ferroelectric to a relaxor ferroelectric was observed.  Ultrahigh 

dielectric permittivities were confirmed in compositions in the vicinity of both MPBs 

Micro-to nano-domain transitions occurred in both system. When comparing ceramics 

prepared by the columbite method and the mixed oxide route, ceramics prepared by 

the mixed oxide method showed a lower remanent polarization Pr and a higher 

coercive field Ec.  Additionally, ceramics prepared by the columbite method displayed 

sharp transitions in ferroelectric properties across the MPB composition, whereas 

these transitions were obscured in ceramics prepared by the mixed oxide method.  

 It is proposed that the different reaction paths influenced the degree of 

compositional heterogeneity in these complex perovskite solid solutions, which was 

clearly reflected  the nature of the phase transition. 
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บทคัดยอ 

 
      ทําการเตรียมเซรามิกเฟสบริสุทธิ์ ในระบบPb(Ni1/3Nb2/3)O3−Pb(Zn1/3Nb2/3)O3 

−Pb(Zr1/2Ti1/2)O3 [PNN-PZN-PZT] ดวยเทคนิคมิกสออกไซดและเทคนิคโคลัมไบท จากนั้น
ทําการศึกษาการเปลี่ยนแปลงเฟสของผงที่ผานการแคลไซนและโครงสรางทางผลึกของเซรามิกที่
ผานการซินเตอรแลวดวยเทคนิคการเลี้ยวเบนของรังสีเอ็กซ (XRD) นอกจากนี้ทําการตรวจสอบ
สมบัติทางเฟรโรอิเล็กทริกของเซรามิกโดยใชเทคนิคการวัดคาทางไดอิเล็กทริก เทคนิคการวัดคา
ฮิสเทอรีซีส และเทคนิคการเลี้ยวเบนของรังสีเอ็กซ (XRD) รวมกันไป ซ่ึงพบวาในระบบไบนารี
ของ PZN-PZT และ PNN-PZT นั้นมีการเปลี่ยนแปลงของอุณหภูมิในการเปลี่ยนแปลงเฟส 
(Tm) เปนแบบเสนตรงสัมพันธกับปริมาณของ PZT ที่เปลี่ยนแปลง นอกจากนี้การศึกษาสมบัติ
ทางเฟรโรอิเล็กทริกของสารระบบนี้นั้นยังไดทําการวิเคราะหถึงลักษณะการเปลี่ยนแปลงเฟสและ
อิทธิพลของกระบวนการเตรียมดวย ซ่ึงจากผลการทดลองพบวาแผนผังเฟสของเซรามิกระบบนี้
สามารถแสดงพฤติกรรมของการเปลี่ยนแปลงระหวางความเปนเฟรโรอิเล็ทริกแบบรีแลกเซอรที่มี
โครงสรางแบบลูกบาศก(เทียม) ของ PZN และ PNN กับความเปนเฟรโรอิเล็กทริกแบบธรรมดา
ที่มีโครงสรางแบบเตตระโกนอล ของ PZT ไดซ่ึงการเปลี่ยนแปลงนี้ยังสงผลตอการเปลี่ยนแปลง
คา diffuseness parameter (δ) อีกดวย 
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สําหรับเซรามิกระบบ PZN-PNN ซ่ึงจากผลการตรวจสอบดวยเทคนิค XRD พบวาม ี        
เฟสรอมโบฮีดรอลและเตตระโกนอลปรากฏอยูรวมกันในเซรามิกที่มีองคประกอบเปน 0.8PZT-

0.2PNN ซ่ึงองคประกอบนีก้็คือแนวรอยตอของเฟส (MPB) แนวใหมของเซรามิกในระบบนี ้เมื่อ
ทําการตรวจสอบสมบัติทางไดอิเล็กทริกพบวาเซรามิกในระบบ PZT-PNN มีคาคงที่ทางไดอิเล็กท
ริกที่สูงมากที่องคประกอบในบริเวณแนวรอยตอเฟส โดยที่คาคงที่ทางไดอิเล็กทริกจะมีลักษณะ
เปนสองพีคติดกันลาดลง ซ่ึงเปนการเปลี่ยนแปลงเฟสจากรอมโบฮีดรอลเปนเตตระโกนอลโดยมคีา 
TRT เปน 195°ซ และมีคาคงที่ทางไดอิเล็กทริกสูงสุด (36,000 ที่ 10 kHz) ที่อุณหภูม ิ 288°ซ 
(Tmax) อุณหภูมิในการเปลี่ยนแปลงเฟสที่สูงที่สุดของเซรามิกระบบนี้คือ 340°ซ เกิดขึ้นใน
องคประกอบที่มีคา x = 0.9 และมีคาคงที่ทางไดอิเล็กริกสูงสุดเปน 32000 ที่ 10 kHz 

สําหรับเซรามิกในระบบ PZN-PZT นั้นคาดวาสามารถแสดงสมบัติทางไดอิเล็กทริก เพีย
โซอิเล็กทริกและเฟรโรอิเล็กทริกที่ยอดเยี่ยมในเซรามิกทีม่ีองคประกอบตางๆใกลบริเวณแนว
รอยตอเฟส ไดนําเทคนิค XRD เทคนิคการวัดคาเฟรโรอิเล็กทริกฮิสเทอรีซีส มาใชรวมกนัเพือ่
ตรวจสอบพบแนวรอยตอเฟสสองบริเวณ ปรากฏอยูในระบบนี ้ โดยที่เมื่อคา x ≤ 0.2 ณ บริเวณ
ส่ิงแวดลอม เฟสเตตระโกนอลจะเดนชดั เมื่อ 0.3 ≤ x ≤ 0.5 เฟสรอมโบฮีดรอลมีความเดนชัดกวา 
และที ่ x ≥ 0.6 มีการเปลี่ยนแปลงเฟสระหวางเฟรโรอิเล็กทริกแบบธรรมดาและเฟรโรอิเล็กทริก
แบบ รีแลกเซอร โดยมีคาที่สูงลํ้าของคาคงที่ทางไดอิเล็กทริกขององคประกอบใกลแนวรอยตอเฟส 
ทั้งเปนขอมูลยนืยัน 
 การเปลี่ยนแปลงโดเมนในระดับไมโครไปเปนโดเมนในระดับนาโน เกิดขึ้นในเซรามิกทั้ง
ระบบ PNN-PZT และระบบ PZN-PZT โดยเมื่อทําการเปรียบเทียบระหวางการเตรียมสารดวย
เทคนิคโคลัมไบทและเทคนิคมิกสออกไซดพบวาเซรามิกที่เตรียมดวยเทคนิคมิกสออกไซดนั้นให
คา โพราไรเซชันตกคาง (Pr) ที่ต่ํากวาและใหคา สนามไฟฟาบังคับ (Ec) สูงกวาเซรามิกที่เตรียม
ดวยเทคนิคโคลัมไบท นอกจากนี้เซรามิกที่เตรียมดวยเทคนิคโคลัมไบทนั้นแสดงการเปลี่ยนแปลง
ของสมบัติทางเฟรโรอิเล็กทริกไดอยางชัดเจนบริเวณองคประกอบในแนวรอยตอเฟสในขณะที่เซรา
มิกที่เตรียมดวยเทคนิคมิกสออกไซดมีการเปลี่ยนแปลงของเฟสแบบคลุมเครือ จากผลนี้ทําใหทราบ
วาลําดับการเกิดปฏิกริยาที่แตกตางกันในกระบวนการเตรียมมีผลตอระดับความเปนเนื้อเดียวกัน
ขององคประกอบของสารในระบบเพอรอฟสไกดซับซอนเหลานี้ซ่ึงแสดงใหเห็นอยางชัดเจนถึง
ธรรมชาติของการเปลี่ยนแปลงเฟสของเซรามิก 
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