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บทคัดยอ  

การวิเคราะหการแปรผันแอมพลิจูดกับระยะทาง  (AVO)   ถูกใชอยางแพรหลายในการบง
บอกชนิดของหิน การวิเคราะหชนิดของของไหล และการตรวจหาไฮโดรคารบอน  โดยเฉพาะกาซ 
การผสมผสานระหวางการวิเคราะห AVO และการผกผันของของไหลจากคล่ืนไหวสะเทือน แสดง
ความเปนไปไดสําหรับการพยากรณชนิดของของไหลและชนิดของหินได  อยางไรก็ดีลักษณะ
ประจําของ AVO   มีความไมแนนอนในการบงบอกชนิดของหิน   ดังนั้นจําเปนตองมีวิธีการท่ี
แตกตางกันเพื่อใชวิเคราะหความไมแนนอนของ AVO  การผกผันของของไหลจากการแปรผันแอม
พลิจูดกับระยะทาง (AFI) คือการประยุกตการผกผันทางธรณีสถิติเขากับขอมูล AVO (หรือขอมูล
กอนการรวมสัญญาณ) ประกอบกับขอมูลหลุมเจาะสําหรับการประมาณความไมแนนอนในการ
ทํานายชนิดของของไหล ซ่ึงผลที่ไดอยูในรูปของแผนท่ีความนาจะเปนของของไหล 

กระบวนการ AFI มี 3 ข้ันตอน   ข้ันตอนแรก  แผนที่ลักษณะประจําของ AVO  ถูกสราง
จากขอมูลคล่ืนไหวสะเทือน   จากนั้นเลือกพ้ืนท่ีท่ีสนใจโดยเลือกจากลักษณะสีบนแผนท่ีหรือ
ลักษณะทางกายภาพของหิน  ข้ันตอนตอไปคือการวิเคราะหแนวโนมของขอมูลหลุมเจาะ  ซ่ึงจะได
พารามิเตอรท่ีนําไปสรางแบบจําลองสโทแคสติก   แตละแบบจําลองทําการสังเคราะหเสนสัญญาณ
คล่ืนไหวสะเทือนที่มุมตกกระทบตางกัน  โดยใชเวฟเลตท่ีไดจากขอมูลคล่ืนไหวสะเทือน  ผลลัพธ
ท่ีไดคือแบบจําลองกราฟระหวางอินเทอรเซปกับเกรเดียน  ซ่ึงประกอบดวยกลุมของขอมูลของแต
ละชนิดของของไหล (น้ํามัน กาซ และน้ํา)  ข้ันตอนสุดทาย  ขอมูลบนพื้นท่ีท่ีสนใจจากแผนที่
ลักษณะประจําของ AVO  ไดถูกปรับใหสอดคลองกับขอมูลจากแบบจําลองกราฟ  จากนั้นการ
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กระจายตัวของแหลงกักเก็บไฮโดรคารบอนจะถูกคํานวณและถูกแสดงในรูปของแผนท่ีความนาจะ
เปนของของไหล  และแผนท่ีบงช้ีชนิดของไหล   แผนท่ีเหลานี้สามารถใชเปนตัวบงช้ีแหลงกักเก็บ
ไฮโดรคารบอนได 

ในการศึกษาคร้ังนี้ วิธีการ AFI  ไดถูกประยุกตใชกับขอมูลคล่ืนไหวสะเทือนสามมิติ  ใน
แองมาเลย อาวไทย  แผนท่ีความนาจะเปนของของไหล  และแผนที่บงช้ีชนิดของไหลแสดงใหเห็น
ถึงลักษณะของแหลงไฮโดรคารบอนซ่ึงมีลักษณะเปนหินทรายกักเก็บกาซ  และแสดงลักษณะ
โครงสรางทางนํ้า 
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ABSTRACT 

AVO analysis is widely used in lithology identification, fluid parameter 

analysis, and hydrocarbon detection, especially for gas. The combination of AVO 

analysis and fluid seismic inversion gives possibilities for fluid and lithology 

prediction. However, AVO attributes contain the uncertainty of lithologies 

identification then a difference procedure is needed for analyzing AVO uncertainty. 

AVO Fluid Inversion (AFI) applies geostatistical inversion onto AVO (or pre-stack) 

data in combination with well data to estimate the uncertainty in the fluid predictions 

and results in the fluid probability maps.  

In this study the AFI is analyzed in three steps. First, AVO attribute maps are 

made from seismic data, and then the zone of interest can be selected based on color 

intensity or physical properties. The next step, well log trend analysis obtains the 

stochastic model parameters. From each of these models, synthetic traces are 

calculated at different incident angles using seismic extracted wavelet. The results are 

crossplot simulation between intercept and gradient which consist of different fluids 

clusters (oil, gas and brine). Finally, data points from interested zones on AVO 
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attribute map are calibrated to match the data points from crossplot simulation. Then 

hydrocarbon reservoir distribution will be determined and presented in fluid 

probability and indication maps. These maps can be used as a hydrocarbon reservoir 

indicator.  

In this study, the AFI method was applied to 3D seismic data volume in Malay 

basin, Gulf of Thailand. The fluid probability and indication maps characterized gas 

sand reservoirs with channel shape feature. 

 


